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SLIPSIL® ADAPTER PLUGS FOR 
OVERSIZED PIPE/CABLE ENTRIES

WE CARE

	 plug	 article
	 type	 number
	
	 68/40AD	 40.1995	
	 70/40AD	 40.2095
 	75/40AD	 40.2195
	 78/50AD	 40.2295	
	 80/50AD	 40.2395
 	82/50AD	 40.2495
	 90/60AD	 40.2595
	 94/60AD	 40.2695
	 97/60AD	 40.2795
	 100/60AD	 40.2895
	 102/60AD	 40.2995
	 103/60AD	 40.3095
	 105/60AD	 40.3195
	 107/60AD	 40.3295
	 110/70AD	 40.3395	

	 plug	 article
	 type	 number
	
	 118/80AD	 40.3495	
	 122/80AD	 40.3595	
	 125/80AD	 40.3695	
	 128/80AD	 40.3795	
	 131/80AD	 40.3895
	 146/118AD	 40.3995	
	 150/118AD	 40.4095	
	 152/118AD	 40.4195	
	 154/118AD	 40.4295	
	 156/118AD	 40.4395	
	 160/118AD	 40.4495	
	 190/150AD	 40.4595	
	 200/150AD	 40.4695	
	 203/150AD	 40.4795	
	 207/150AD	 40.4895	

SLIPSIL® adapter plugs can be used in 
cases where conduit sleeves are much 
larger than the service pipe OD, and 
no individual sealing plug is available. 
SLIPSIL® adapter plugs consist of two 
equal parts, so that they can be installed 
after the cable of pipe has been laid. The 
inside of the adapter plug is perfectly 
smooth, so that the SLIPSIL® single plug 
can be easily pushed in and obtain an 
effective seal between the two plugs.
Especially developed for ducting flanged 
pipes.

Always use sufficient lubricant to 
avoid installation problems.

The set of both plugs can be tapped 
in using a hammer and a piece of 
wood.


